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RD ROOF DRAIN
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APPLICABLE CODES

ACCESSIBILITY AADJ / ANSI A117.1 - 2010
BUILDING 2012 INTERNATIONAL BUILDING CODE
ELECTRICAL 2012 INTERNATIONAL PLUMBING
ENERGY 2012 INTERNATIONAL ENERGY CONSERVATION CODE
FIRE 2009 IFC / 2015 NFPA / DE STATE FIRE PREVENTION REGULATIONS
LIFE SAFETY 2015 LIFE SAFETY CODE / NFPA 101
MECHANICAL 2012 INTERNATIONAL MECHANICAL CODE
PLUMBING 2012 INTERNATIONAL PLUMBING CODE

PRELIMINARY DESIGN CODE RESEARCH

PROJECT SUMMARY

PROJECT CONSISTS OF THE RENOVATION OF A EXISTING +/- 3,600SF 
PLAYGROUND. SCOPE OF WORK INCLUDES PROVIDING A NEW POURED 
IN PLACE RUBBER SURFACE, NEW PLAYGROUND EQUIPMENT, 
RELOCATION OF EXISTING GAZEBO, NEW SANDBOX, NEW DOOR FROM 
EXISTING BUILDING AND NEW SHADE STRUCTURE OF AN INFANT PLAY 
AREA.

2012 INTERNATIONAL EXISTING BUILDING CODE SUMMARY

CHAPTER 5 CLASSIFICATION OF WORK

504 ALTERATION LEVEL 2

504.1 Scope
- Level 2 alterations include the reconfiguration of space, the addition or 
elimination of any door or window, the reconfiguration or extension of any 
system, or the installation of any additional equipment.

*Arch Note: Project shall be classified as a Level 2 Alteration as it consists of 
reconfiguring an existing playground, adding additional equipment, and 
extension/replacement/modification of existing electrical and storm water 
management systems.

CHAPTER 8 ALTERATIONS LEVEL 2

805 MEANS OF EGRESS

805.1 Scope
- Requirements of this section are limited to work areas that include exits or 
corridors shared by more than one tenant within the work area in which Level 2 
alterations are being performed, and where specified they shall apply throughout 
the floor on which the work areas are located or otherwise beyond the work 
area.

805.4.2 Door Swing
- In the work area and in the egress path from any work area to the exist 
discharge, all egress doors serving an occupant load greater than 50 shall swing 
in the direction of exit travel.

2012 INTERNATIONAL BUILDING CODE SUMMARY

CHAPTER 3 USE AND OCCUPANCY CLASSIFICATION

304 BUSINESS GROUP B

308.6 Institutional Group I-4
- Child daycare facility that cares for more than five persons fewer than 24 hours 
a day (non 24hr facility).
- Construction Type: IIB

CHAPTER 10 MEANS OF EGRESS

1004 OCCUPANT LOAD

1004.5 Outdoor areas
- Yards, patios, courts and similar outdoor areas accessible to and usable by the 
building occupants shall be provided with means of egress as required by this 
chapter. The occupant load of such outdoor areas shall be assigned by the 
building official in accordance with the anticipated use. Where outdoor areas are 
to be used by persons in addition to the occupants of the building, and the path 
of egress travel from the outdoor areas passes through the building, means of 
egress requirements for the building shall be based on the sum of the occupant 
loads of the building plus the outdoor areas. 

*Arch Note: "During normal operating hours the playground is utilized by the 
building occupants. This is not a public playground. This occupant load is 
already accounted for within the main building (Non-Simultaneous Occupancy)."

*Arch Note: The life safety plan demonstrates calculations for proposed 
occupant load that will be confirmed with the building official. Based on the 
capacity of existing child development center the playground has a maximum of 
5 staff and 40 students. 

1010 DOORS GATES AND TURNSTILES

1008.1.2 Door Swing
- doors shall swing in the direction of egress travel where serving a room or area 
containing an occupant load of 50 or more persons from group H occupancy.

Table 1004.1.2
- Adjacent Sprinklered Occupancy Max Travel Distance = 200' (NFPA governs 
with max travel distance of 150')

CHAPTER 31  SPECIAL CONSTRUCTION

3105 Awnings and Canopies

3105.3 Design and Construction
- Structural members shall be non combustible. (Proposed Canopy features 
steel columns)

3105.4 Canopy Materials
- Canopy material shall meet NFPA 701 requirements, or has a flame spread 
index not greater than 25 when tested in accordance with ASTM E84 or UL 723

NFPA 101 2015 CODE SUMMARY

CHAPTER 11 Special Structures and High-rise Buildings

- The proposed shade structure and gazebo are open structures
- Per NFPA Chapter 11 the open structure is EXEMPT from capacity (11.2.2.3), 
emergency lighting (11.2.2.9), and projection of vertical openings (11.2.3.1).

CHAPTER 17: Existing Day-care Occupancies

17.1.6.1 Construction Type Limitation
- Construction Type II(000) (Non Combustible)
- Sprinklered, 1 Story, (Permitted)

17.2.6 Travel Distance to exits
(3) Travel distance shall not exceed 150'

EGRESS SYMBOLS LEGEND

EGRESS STAIRS & CORRIDORS
STAIR WIDTH (INCHES)
WIDTH PER OCCUPANT (INCHES)
MAX NUMBER OF OCCUPANTS
ACTUAL NUMBER OF OCCUPANTS

EGRESS DOOR CAPACITY

DOOR WIDTH (INCHES)
WIDTH PER OCCUPANT (INCHES)
MAX NUMBER OF OCCUPANTS
ACTUAL NUMBER OF OCCUPANTS

LIFE SAFETY SYMBOLS
FE

FIRE EXTINGUISHER W/ WALL MOUNTED BRACKET

FIRE EXTINGUISHER CABINET (SEMI-RECESSED)

FIRE EXTINGUISHER CABINET (RECESSED)

FEC

FEC(r)

PARTITION SYMBOLS / FIRE-RATING LEGEND

ONE-HOUR FIRE RATING

TWO-HOUR FIRE RATING

44"
0.30"
146
24

36"
0.20"
180
24

EXISTING CHILD DEVELOPMENT BUILDING

TOTAL EGRESS PATH 
= 113'-6"

TOTAL EGRESS PATH 
= 95'-0"

EXISTING
(RELOCATED)

GAZEBO

EXISTING 
STORAGE 

SHED

EXISTING COOLING TOWERS

PLAYGROUND 
4,173 SF

45 OCCUPANTS

WIDTH

REQ'D WIDTH / OCC.

MAX ALLOWABLE OCC.

ACTUAL OCCUPANTS

36"

.20"

180

22

WIDTH

REQ'D WIDTH / OCC.

MAX ALLOWABLE OCC.

ACTUAL OCCUPANTS

36"

.20"

180

23

(SEE CODE REVIEW OF OCC COUNT CALC)

(NO SCOPE OF WORK ON INTERIOR OF BUILDING)
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MAP: USGG MAP WILMINGTON
SOUTH, 1997 SCALE: 1" = 800'LOCATION MAP

SITE DATA:

 1.  SITE ADDRESS: 230 N. ORANGE STREET
WILMINGTON, DE 19801

 2.  OWNER: STATE OF DELAWARE
P.O. BOX 8
BEAR, DE 19701

 3.  ZONING: C-2 (SECONDARY BUSINESS COMM CENTER)

 4.  SURVEY: TITLED "A PORTION OF DELAWARE TECHNICAL AND
COMMUNITY COLLEGE ALSO KNOWN AS #230 NORTH
ORANGE STREET" PREPARED BY TRANSITION
ENGINEERING SURVEY AND DATED AUGUST 26, 2017

 5.  DATUM: DELAWARE STATE PLANE NAD 83 NAVD 88

 6.  FLOODPLAIN: THE SITE IS NOT WITHIN THE 100-YEAR FLOOD PLAIN
ACCORDING TO FEMA FIRM MAP #10003C0156K DATED
FEBRUARY 4, 2015.

SITE UTILITIES

1. THESE DRAWINGS ARE MADE FROM AVAILABLE INFORMATION AT THE TIME THE
DRAWINGS WERE PREPARED.  COMPLETENESS OR CORRECTNESS THEREOF IS NOT
GUARANTEED.  IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO CONTACT
MISS-UTILITY OF DELMARVA (TELEPHONE 1-800-282-8555) NO LESS THAN 72 HOURS PRIOR
TO INITIATING INTRUSIVE WORK.  THE CONTRACTOR SHALL CONTACT THE OWNERS OF
UTILITIES AT RISK AS A RESULT OF CONDUCTING THE WORK HEREIN.  THE CONTRACTOR
SHALL CONSULT WITH UTILITY OWNERS TO OBTAIN THE MOST ACCURATE INFORMATION
AVAILABLE WITH REGARD TO UTILITY ELEVATION AND LOCATION.

2. IT SHALL  BE THE CONTRACTOR'S  RESPONSIBILITY TO ACCURATELY  LOCATE  EXISTING
UTILITIES (E.G. GAS. WATER, SEWER, ELECTRIC, TELEPHONE, ETC.) PRIOR TO
COMMENCING ANY WORK ON THE PROJECT.  THE CONTRACTOR SHALL TAKE ALL
NECESSARY PRECAUTIONS TO PROTECT ALL EXISTING UTILITIES AND MAINTAIN
UNINTERRUPTED SERVICE.  ANY DISRUPTION OR DAMAGES DONE TO UTILITIES DUE TO
THE CONTRACTOR'S NEGLIGENCE SHALL BE IMMEDIATELY AND COMPLETELY REPAIRED
TO THE SATISFACTION OF THE INVOLVED UTILITY COMPANY AT THE SOLE EXPENSE OF
THE CONTRACTOR.

3. THE CONTRACTOR SHALL ASSUME THAT NO UTILITY SERVICE WILL BE PROVIDED ON-SITE
TO SUPPORT THIS PROJECT.

PROJECT NOTES

1. THE PURPOSE OF THESE DRAWINGS IS TO DEPICT PROPOSED RENOVATIONS TO THE
EXISTING PLAYGROUND LOCATED AT THE DELAWARE TECHNICAL COMMUNITY COLLEGE
CHILD DEVELOPMENT CENTER.

2. PROPOSED RENOVATIONS INCLUDE THE INSTALLATION OF A NEW PLAYGROUND SURFACE
MATERIAL, NEW PLAY EQUIPMENT, ASSOCIATED STRUCTURES, FENCING, AND AN
ENTRANCE TO THE EXISTING BUILDING THAT ADJOINS THE PLAYGROUND AREA.

3. THE CONTRACTOR SHALL REFER TO THE ARCHITECT'S DRAWINGS FOR SPECIFICATIONS
REGARDING THE PLAYGROUND EQUIPMENT, FOOTING AND INSTALLATION OF THE
EQUIPMENT, AND THE PROPOSED DOOR.

DEMOLITION NOTES
TOTAL DISTURBED AREA: 4,173 SF (0.10 AC±)

1. CONTRACTOR SHALL REMOVE/DEMOLISH EXISTING FEATURES AS SHOWN ON THIS
PLAN.  QUESTIONS SHOULD BE DIRECTED TO THE DESIGN ENGINEER.

2. CONTRACTOR SHALL REMOVE EXISTING WHEEL STOPS LOCATED AROUND THE
PERIMETER OF THE EXISTING PLAYGROUND.  A TOTAL OF SEVEN WHEEL STOPS SHALL
BE PRESERVED FOR USE AT THE SITE AS PART OF THE PROPOSED CONDITIONS.

3. CONTRACTOR SHALL REMOVE EXISTING SANDBOX AND GAZEBO FROM THE EXISTING
PLAYGROUND AREA.  IF FOUNDATION FEATURES ARE PRESENT, THEY SHALL BE
REMOVED AS NECESSARY TO INSTALL PROPOSED PLAYGROUND SURFACE.
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DETAIL:  SAFETY SURFACE
SCALE:  NONE

0.5" POURED
TOP LAYER

1.5" POURED BASE LAYER

EX. ASPHALT (REPAIR AS
DIRECTED BY OWNER)

NOTES:
1. FOLLOW INSTALLATION INSTRUCTIONS PROVIDED BY THE MANUFACTURER.
2. ADHERE TO LAYER THICKNESSES AS INDICATED ABOVE.

PREPARED SUBGRADE

DETAIL:  EDGE OF SURFACE
SCALE:  NONE

CONSTRUCTION NOTES

1. INSTALL SAFETY SURFACE LAYERS TO THE MINIMUM DEPTH SPECIFIED IN THE DETAIL.
2. FOLLOW MANUFACTURER'S INSTALLATION DIRECTIONS FOR INSTALLING SAFETY

SURFACE.
3. INSTALL THE SAFETY SURFACE TO MATCH EXISTING GRADE WHERE SAFETY SURFACE

MEETS EXISTING ASPHALT PARKING LOT AND CONCRETE SIDEWALK.  REFER TO DETAIL
FOR PREPARING EDGE OF SAFETY SURFACE.

4. PROPOSED SAFETY SURFACE SPOT GRADES HAVE BEEN PROVIDED IN THE REGION OF
THE PROPOSED DOORWAY.  CONTRACTOR SHALL CONFIRM THAT PROPOSED SPOT
GRADES OUTSIDE THE PROPOSED DOORWAY MATCH THE EXISTING ELEVATION INSIDE
THE BUILDING.

5. REFER TO ARCHITECT'S DRAWINGS FOR SPECIFIC INFORMATION REGARDING AWNING,
FURNITURE, PLAY EQUIPMENT, AND ASSOCIATED FOOTERS.
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D101

3

EXISTING CHILD DEVELOPMENT CENTER

5

6

4

3

1

 7

2

EXISTING SHED
(TO REMAIN)

9

10

EXISTING 
COOLING 
TOWER

2

8 8

EXISTING 
COOLING 
TOWER

11

12

13

13

14

8 8

 7 EXISTING CALL BOX TO BE RELOCATED. 
GC TO REMOVE AND REMOUNT. OWNER 
SHALL RE-RUN PHONE CABLING. GC TO 
CORRDINATE WITH OWNER PUBLIC 
SAFETY.

REMOVE AND SALVAGE BASKETBALL HOOP FOR RE-USE

A. EXISTING FOUNDATIONS TO BE REMOVED AS REQUIRED TO NOT INTERFERE WITH 
NEW PROPOSED CONSTRUCTION

B. SEE CIVIL DRAWINGS FOR ADDITIONAL DEMOLITION REQUIREMENTS

C. SEE BUILDING ELEVATIONS FOR ADDITIONAL DEMOLITION REQUIREMENTS

D. MAJORITY OF EXISTING ALUMINUM FENCING AND GATES ARE EXISTING TO REMAIN. 
ONLY DEMOLISH EXISTING FENCING SPECIFICALLY CALLED OUT BY KEY NOTE 2

GENERAL NOTES

DEMOLISH EXISTING LIGHT POST AND FOUNDATION. CAP ELECTRICAL CONDUIT 
BELOW GRADE. MAKE WIRES SAFE

DEMOLISH EXISTING FENCE

DEMOLISH EXISTING RUBBER TILE FLOOR AND PREPARE SURFACE FOR NEW WORK

DEMOLISH PLAYGROUND EQUIPMENT.  EXTENTS OF DEMOLITION TO BE FLUSH WITH 
EXISTING GRADE OF ASPHALT.   DEMOLITION OF STRUCTURE BELOW ASPHALT TO BE 
COORDINATED WITH ANY CONFLICTS OF NEW PLAYGROUND EQUIPMENT AT 
CONTRACTORS EXPENSE 

EXISTING GAZEBO TO BE RELOCATED. COORDINATE TEMPORARY STAGING AREA
WITH OWNER

DEMOLISH SANDBOX AND FOUNDATION IN ITS ENTIRETY

DEMOLISH PORTION OF EXISTING EXTERIOR MASONRY WALL AND WINDOW.  PREPARE 
MASONRY FOR INSTALLMENT OF ALUMINUM STOREFRONT DOOR SYSTEM. REFER TO 
DEMOLITION ELEVATION FOR THE EXTENTS OF DEMOLITION

LIGHT FIXTURES TO BE REPLACED WITH NEW.  SEE DEMOLITION ELEVATION FOR 
EXTENTS

DEMOLISH ASTROTURF AND RUBBER TILES DOWN TO ASPHALT SURFACE

REMOVE AND SALVAGE BASKETBALL HOOP FOR RE-USE

REMOVE AND SALVAGE EXISTING CALL BOX TO FOR RE-USE. CORRDINATE WITH 
PUBLIC SAFTEY

CONTRACTOR TO PROVIDE BREAKOUT COST AS REQUESTED ON BID FORM TO 
REMOVE EXISTING ASPHALT IN THE HATCHED AREA. EXISTING ELEVATION AT NEW 
DOOR WILL DETERMINE THE NEED FOR THIS SCOPE OF WORK TO AVOID SLOPING 
BACK TO THE NEW DOOR

GENERAL CONTRACTOR WILL BE RESPONSIBLE FOR ANY TEMPORARY REMOVAL OF 
GAURDRAIL OR FENCING IN THE EVENT HEAVY MACHINERY IS REQUIRED FOR 
DEMOLITION ON SITE. REMOVAL OF EITHER TYPE SHALL BE SALVAGED AND 
REINSTALLED BACK TO EXISTING LOCATION IN EXISTING CONDITION

REMOVE AND SALVAGE EXISTING EQUIPMENT FOR RE-USE

KEY NOTES

1

2

3

4

5

6

7

8

9

10

11

12

13

14
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EXISTING WALL CONSTRUCTION

NEW STOREFRONT FRAME

NEW STOREFRONT 
DOOR

0
' 
- 

1
 3

/4
"

NEW STOREFRONT SIDE LITE

NEW STOREFRONT FRAME

NEW STOREFRONT 
DOOR

0
' 
- 

1
 3

/4
"

0' - 3 1/2"

J3

J2

GLAZING TYPE

G1 - 1" CLEAR TEMPER INSULATED

EXISTING WALL & OPENING 
CONSTRUCTION

DOOR, SEE SCHEDULE

ALUM STOREFRONT DOOR 
FRAME, SEE SCHEDULE

PERIMETER SEALANT,
BOTH SIDES

EXISTING BRICK

DRIP

EXISTING LINTEL TO BE PAINTED

H2

FRAME TYPE 1
ALUM FRAME

O
P

E
N

IN
G

 S
IZ

E
2

"

2"
OPENING

SIZE 2"

DOOR TYPE A
HALF LITE

O
P

E
N

IN
G

 S
IZ

E

OPENING
SIZE

3
' 
- 

6
"

3
' 
- 

0
"

6"6"

ADJUST DOOR TO THE APPROPRIATE SIZE 
TO AVOID ADDING MASONRY. DOOR TO BE PROVIDED 
WITH ONE CARD READER SUPPLIED BY DTCC 

RELOCATED BASKETBALL COURT

EQ EQ

G1 G1

7 7 7

666 6

RELOCATED CALL BOX

A. REFERENCE LANDSCAPE DRAWINGS FOR 
DIMENSIONS NOT SHOWN.

B. PLAN INTENTIONALLY DOES NOT SHOW ANY 
EQUIPMENT TO CLEARLY INDICATE EXTENT 
OF POURED RUBBER SURFACE

NEW ASTROTURF TO BE ROLLED OUT OVER 
NEWLY POURED IN PLACE RUBBER FLOOR

NEW SECTION OF FENCE / FENCE GATE. NEW 
GATES TO BE PROVIDED WITH HARDWARE 
PER KEY NOTE 5

NEW PRESSURE TREATED (P.T.) WOOD POSTS 
TYPICAL OF SCREEN WALL. REFER TO A/301 
FOR DETAILS

NEW METAL POST TYPICAL OF SHADE SYSTEM 
REFER TO A/201 FOR DETAILS

ALL DOOR LATCH SYSTEMS TO BE REPLACED 
(MAGNALATCH SERIES 2 TOP PULL TO BE 
BASIS OF DESIGN). ALSO PROVIDE NEW 
SPRING LOADED HINGES FOR SELF CLOSING

EXISTING WINDOWS FACING PLAYGROUND 
TO BE PAINTED PER SPECIFICATIONS

NEW LIGHT FIXTURES

EXISTING CONCRETE TO REMAIN

RELOCATED CALL BOX

1

2

3

4

5

6

7

GENERAL SHEET NOTES

8

NEW CONSTRUCTION KEY NOTES

9
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20' - 0" 0' - 10"

3
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- 

9
"

35' - 11 1/2"

2' - 0" 34' - 6" 2' - 0" 7' - 5" ±

EXISTING SHED

0' - 6" 3' - 0" 18' - 1" 3' - 0"

2
' 
- 

0
"

5
' 
- 

0
"

2
' 
- 

0
"

EXISTING CHILD DEVELOPMENT CENTER

5

5

6666

3

3

3

1

2

2

2 2

2

2

EXISTING 
COOLING 
TOWER

EXISTING 
COOLING 
TOWER

8
8

5

9

HARDWARE SET
01 -
- 1 CONTINUOUS HINGE CFM_SLF-HD1 PE
- 1 EXIT DEVICE AD8413 ETB DARK BRONZE SA
- 1 CYLINDER MATCH EXISTING 625
- 1 CONCEALED OVERHEAD STOP 6-036 630 RF
- 1 DOOR CLOSER 7500ST DARK BRONZE 
- 1 CARD READER
- 1 DOOR SWEEP (PEMKO) 3452NB DARK BRONZE 
- 1 RAIN GAURD (PEMKO) 346C DARK BRONZE
- 1 THRESHOLD (PEMKO) DARK BRONZE

NOTES: PERIMETER AND MEETING STILE GASKET BY DOOR / FRAME MANUFACTURER

MANUFACTURER'S ABBREVIATIONS:

1. MK - McKinney
2. PE - Pemko
3. RO - Rockwood
4. SA - Sargent
5. RF - Rixson
6. NO - Norton
7. SU - Securitron
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FRONT ELEVATION2
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UP

EQUIPMENT LEGEND

PLAY FUNDAMENTALS, FUN 1486 
COLOR: NATURAL

FIRST PLAY FP505
COLOR: NATURAL

EXISTING TREE TOT RE-INSTALLED

22 GALLON WABASH PLASTISOL COATED RECEPTACLE, DIAMOND 
PATERN

BUTTON TRAIL PODS ZZUN7180

OUTDOOR WATER TIGHT LOCKABLE STORAGE BIN 6'x3'x3'

EXISTING RE-INSTALLED WALL MOUNTED BASKETBALL HOOP

NEW SANDBOX. SEE A301 FOR ADDITIONAL DETAILS

SIGNATURE SERIES 6' BENCH, 10" WIDE SEAT, SURFACE MOUNTED TO 
EXISTING ASPHALT. PROVIDE WITH MOUNTING PLATE COVERS. 
DIAMOND PATTERN, COLOR: BLUE

WABASH VALLEY SHADELAND SERIES 46" SQUARE SHELTER/TABLE 
COMBO. DIAMOND PATTERN, COLOR BLUE/TAN

POURED RUBBER COLOR LEGEND

PT-1 COLOR IS INTEGRAL TO POURED RUBBER 
COLOR: BRIGHT GREEN/BLACK

PT-2 PAINTED SURFACE 
COLOR: TAN
PAINT: PLEXIPAVE LINE PAINT.
NOTE: CONTRACTOR TO PERFORM TEST AREA TO 
CONFIRM AND CONFIRM ADHESION AND 
COMPATIBILITY. ALSO CONFIRM NO 
OBJECTION/WARRANTY ISSUES WITH POURED 
RUBBER SURFACE MANUFACTURER.
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1
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0
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B
20' - 0"

3

A201

R 1' - 0"

EXISTING CURB 
(ABOVE)

CANOPY (ABOVE)

STEEL COLUMN (TYP. OF 4)

24" DIA. CONCRETE FOOTING (TYP. OF 4) 
REF. DETAILS 4/A201 

A B

V
A

R
IE

S
8

' 
- 

0
"

20' - 0"

A B

A201

4

A201

4

SIM

20' - 0"

NFPA 701 COMPLIANT FABRIC 
COLOR:  AQUATIC BLUE

INTERNAL STEEL SUPPORT
COLOR: LATTE TAN

QUICK RELEASE CANOPY 
FASTNER WITH PIVOT 
FUNCTIONALITY

POWER-COATED COLUMN
COLOR: LATTE TAN

POST PADS
COLOR: LATTE TAN

CB

VARIES

0' - 11 1/2"0' - 5" DIA.

2
' 
- 

8
"

(TYP)

2'-0" DIA.

(4) #3's VERTICAL 

POURED BASE LAYER (1 1/2") OF 
RECYCLED SBR/BUTYL (REFER 
TO SPECIFICATIONS)

POURED TOP LAYER (1/2") OF 
EPDM OR TPV (REFER TO 
SPECIFICATIONS)

PREPARED SUBGRADE 

#3 HOOPS @ 12" APART FROM 
EACH OTHER

CONCRETE BLOCK 
FOR SUPPORT 

2" EXISTING ASPHALT 
SUB BASE

EXISTING CURB

NEW P.T. 8x8 COLUMN PER 
SCREEN WALL (REFER TO 
DETAIL 6/A301)

A. CANOPY DETAILS SHOWN FOR 
DESIGN INTENT. FINAL 
STRUCTURAL DESIGN AND 
SIZING OF ALL MEMBERS TO BE 
BY GC. SEALED SHOP DRAWINGS 
REQUIRED. REFERENCE 
SPECIFICATIONS FOR 
PERFORMANCE REQUIREMENTS.

GENERAL NOTES
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(TYP OF 5)  

2x12 P.T. 
BRACING. TOP 
MEMBER TO BE 
CUT IN A SWELL 
PATTERN
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A301

6' - 0"

SAND INFILL

FABRIC SCREEN SANDBOX COVER 
WITH WEIGHTED END SECURED 
ON BACK SIDE OF SANDBOX

3
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DIAGONAL (P.T.) BRACING IS REQUIRED

1x6 SYNTHETIC DECKING

SANDBOX LINER TO GO BEHIND 
DECKING AND ALONG BASE

SANDBOX

BENCH SEAT
REMOVABLE LINER

1x6 SYNTHETIC 
DECKING BEYOND

SILL PLATE TO BE SYNTHETIC, PLACED 
ON TOP OF NEW POURED IN PLACE RUBBER

P.T. 2x FRAMING AS REQUIRED

1x6 SYNTHETIC CAP

17' - 4"

1' - 9" 1' - 11" 10' - 0" 1' - 11" 1' - 9"

1
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NOTE: ALL 2x4 FRAMING TO BE P.T.
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STAINED. 
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WOOD
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EXIST. FENCE

SIMPSON STRONG-TIE 
"CPHS" OR SIM.

SIMPSON STRONG-TIE 
LPCZ POST CAP OR 
SIM.

SIMPSON STRONG-TIE LUS 
JOIST HANGER OR SIM. 

TREX COMPOSITE 
DECKING

4X4 POST

3
'-
0

"

V
A

R
IE

S

2X6

NOTE:
ALL WOOD TO BE PT. 
AT RAMP LOCATION

(3) 2X6 
STRINGERS 
CUT TO FIT

2'X4' @ 16" O.C.

5 1/2" ±

METAL RAILING

3
'-
6

"

INTEGRATED HAND RAIL

METAL RAILING

SEAL CONC. BELOW ALL 
WOOD CONNECTIONS W/ 
CONCRETE 

NOTCH END OF DECKING

PEMKO R1.5F

CUT ENDS OF T+G 
RAMP DECKING TO BE 
SUPPORTED BY JOIST

SIMPSON STRONG-TIE "CPSH" OR 
SIM.

16" O.C.

EXISTING 
PAVILION

1

12

MAXIMUM SLOPE
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